
VIBRATION

METER



Up to 200 m/sec2

0.01 m/sec2

AAROHI”  VIBRATION METER Monitor  level of vibration iwhich is very useful to determine  machine’s condition . Poor balance, 

worn bearings, misalignments, and loose fittings in the structure will increase levels of vibration. By monitoring vibration 

levels, you can determine when machinery needs maintenance. The HHVB82 vibration meter, with its magnetic mount 

vibration sensor, is the ideal choice for this application.

Range

Least count

Computer Interface Rs 485/ 232

VIBRATION METER

Micro controller based design

Class of accuracy: 0.5 

Easy to operate

Computer interface through RS-485/ Rs-232

Provides even accuracy for entire range 

Testing according to IS/ IEC standard is possible

Increases work efficiency

Data acquisition is very easy

Display type 4 Digit 0.56” red seven segment

Accuracy ±5% +2 digits reading

Auxiliary supply 230V AC ± 10%

Dimensions 60mm x 160mm x 100mm

 Production line or QA testing of electric devices

 Motor Industries

 Development and evaluation tool for home appliances

 Testing to international standards, such as IEC62301, Energy Star and SPEC power                                                                                

 Evaluation of large current equipment such as induction heaters/cookers

 Duration testing and efficiency measurement for industrial motors and rotating machinery

 Conformance and evaluation testing of uninterruptible power supplies (UPS)

Sampling time 1 sec.

Operating Temperature

Operating Humidity

Operating Temperature: 0 to 50ºC (32 to 122ºF)

Operating Humidity: <80% RH (non-condensing)
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